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HOLIM GOVERNMENT INDUSTRIAL TRAINING INSTITUTE
Valshi, Bicholim - Goa 403504 Phone no.: 0832 - 2362315
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Electrician trade at Bicholim Govt. ITL reg
Sir,
You are requested to kindly furnish your lowest and reasonable rates for
the consumable materials as per below mentioned:-

Sr.No | Description of item | Qty | Rate A@
01 AS PER ANNEXURE-I ENCLOSED

1. The materials shall be supplied FOR destination within 60 days of placing
supply order at the Bicholim Government Industrial Training Institute,
Bicholim Goa.

2. GST and any other levy applicable at the time of supply may be shown
separately in the quotation; otherwise it will be presumed that the prices
offered are inclusive of all taxes.

3. The rate quoted shall be inclusive of packing and forwarding charges and
freight paid for destination at Bicholim Government Industrial Training
Institute, Bicholim Goa.

4. The material will be accepted after the inspection only if the same confirms
with the specification mentioned in the supply order.

5. Quotati all the item refi th
items may be quoted.

6. The material if not accepted after inspection shall be collected by the supplier
immediately with written assurance to supply the same as per specifications
as mentioned in the supply order. The Bicholim Government Industrial
Training Institute, Bicholim Goa shall be responsible for security/storing,

7. This office reserves the right to accept or reject any or all the quotations

without assigning any reason thereof.

The warranty / guarantee shall be furnished as the case may be,

The extension of time limit will be granted as per the discretion of the

Bicholim Government Industrial Training Institute, Bicholim Goa on genuine

grounds by the written request of the supplier.

10. The quotation may be sent in Sealed envelope superscribing “QUOTATION
NUMBER & SUBJECT" so as to reach this office at 2.30 pm on or before

1 UGU 026 which will be opened on the same day at 3.30 pm,
Yours faithfully,
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Sr.
No.

annexure-|

Description of item

Qty
Req.

Rate in
Rs.

Protection Relay Trainer Panel
Specifications:-
-3 Phase DOL Starter 4 Pole MCB 415 V/6A, 9A Contractor
& 1.6A - 2.5A Relay Panel Siemens/Schneider Make -3
Phase Multifunction Meter Panel to Measure V, |, H, Pf,
KVA, KW, KWH with RS-485 Comftiunication (Elmeasure
Make) -Current & Elapsed Timer Panel havi ng AC Ammeter
20 A, Counter Range 999.001 Sec Resolution 1 m Sec -
Voltage / Current Injector Panel using Input Voltage 230V
AC, 50 Hz, Output Voltage 0-230V / 3A, Short Circuit
Transformer Input Voltage 230V / 1A AC, Output Voltage 0-
2-8V / 12A Taps -Current Transformer Panel having 3 Nos
of 5/5A CT, Primary & Secondary Terminal brought out on
4mm BS- 10 Shrouded Connector. -Resistive Load having
200W 0.5E Resistors with Fault Switch 10A Push Button, -
Lamp Load having 3 Lamp Load E27 Socket with 100W Bulb
with ON/OFF 6A Toggle Switch for each Bulb Socket. -Three
Phase Transformer Iron Core with Lamination Type
Construction Isolation Transformer, 300VA, 0-415V AC
Primary input & 0-415V AC Secondary Output -3 Phase 0-
450V/1A Variac -Aesthetically Designed Aluminium Profile
Structure -ABS Plastic Enclosed Panel Board with Mimic
Diagram -All Input & Output are Terminated in 4mm
Shrouded BS10 Connector -Trainer having Control Panel
provided in 30x30mm Aluminium Profile Rack with 3
Railing Sturdy Table Top Flat Panel. -Trainer consist of 8
Nos of Slidable ABS Plastic Panel Mounted on the
Aluminium Rack with Mimic Diagram -20 Nos of 1.5 Meter
4mm Shrouded Patch Chords should be Supplied.
Numerical Type IDMT Over & Under Voltage Relay -3 Phase
Over/Under Voltage Relay -2 NO & 2 NC Contacts -IDMT &
Definite Time Characteristics -Negative Phase Sequence
Detection -2-Line, 16 Character Back-Lit LCD Display and
Key Pad IDMT, Definite Time Over Current Static Relay. -3
Phase IDMT Over Current, Negative Phase Sequence &
Earth Fault Relay -2 NO & 2 NC Contacts, Current Rating 5A
Experiments
1) To Plot Characteristics of Under Voltage Relay.
2) To Plot Characteristics of Over Voltage Relay.
3) To Plot Inverse Definite Minimum Time Characteristics of
Over Current Relay.
4) To Perform Experiment on Definite / Instantaneous
Mode Setting of the Relay.
5) To Perform Experiment on Negative Phase Sequence or
Reverse Phase Current of the Relay.

6) To Perform Experiment on Cut-Out Relay.
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